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VI.

VII.

PPR PRODUCT LINES

The PPR Plant

The PPR Ceiling, Drywall & Curtain Wall Light Steel Frames

The PPR C-H & E — Studs and J — Tracks for Shaftwall System. Also
Recommended for Theaters, Audio-visual Rooms and Fire Exit Hallways for
Added Sound Proofing and Fire Protection.

The PPR | — H, H-H & E-E Studs for added Sound Proofing and Heat / Fire
Protection for Shaftwalls and Drywalls for Fire Exit Hallways, Theaters and
Audio-visual Rooms.

The PPR High Ceiling | — Studs Drywall Frames for High Ceiling like Lobby
Areas and Theaters.

The PPR WF Beam / Column Full Length Light Steel Encasement Frames for
Fire Protection of Wide Flange Steel Columns & Beams.

The PPR I- H, H-H & E-E 51mm web Studs for Sound Proofing / Fire
Protection DOUBLER WALL on Existing Drywall, RC or CHB Walls. May also
be used for Modular Counter-height Partitions for Field Offices.



I. The PPR Plant



que|d ¥dd spiemo] dn-3upjoeg uep Jaulelu0) 431004 Of e
‘apedeqiue|d Hdd e
:doy wouy 3sIm20|)




Ul Suigeyoed Modx3 Hdd e
‘Modx3 40} Apeay soweld Ydd e
140dx3 40} Y10g Sawedd Ydd Sulpeoq uep Jauleiuo)
"4 OF Y31y Je4 1V IYSI2441V 104 SDWRI] Ydd Sulpeo] uep SUlp e
:do3 wod} asimy20()




Il. The PPR Ceiling , Drywall & Curtain Wall
Light Steel Frames



Drywall Framing

Drywall Tracks

Drywall track is used to anchor the partition at *he floor and ceiling. Sections are formed in a U-shaped configuration with
leg heights of 25mm, 32mm and 51mm. Sections are manufactured to receive studs of the same nominal size. Sections
are designed in such a fashion that the studs are held by friction when placed in the top and bottom track.
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* Thickness: Ga 24 & Ga 22 (Ga 20, Ga 18 and Ga. 16 are available upon request)
+ Standard Length: 2.44m & 3.00m (Customized lengths are available upon request)

Drywall Studs

Drywall studs are formed in a C-shaped configuration used extensively for interior partitions. Members are manufactured
having a stud face of 34mm and 35mm to facilitate splicing and to make box studs for additionai strength where
required. Stud face are knurled to prevent screw ride and to minimize moisture between the stud and the building board.
Members are manufactured with longitudinal stiffeners for added strength. Service holes (optional) are provided at
600mm on centers to facilitate installation of any required bridging, conduit or wiring. _
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* Thickness: Ga 24 & Ga 22 (Ga 20, Ga 18 and Ga. 16 are available upon request)
» Standard Length: 2.44m & 3.00m (Customized lengths are available upon request)
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